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February 25, 2022 
 
GVL CUSTOM MACHINING & FAB 
1002 Concession 1 Road South 
Canfield, Ontario N0A 1C0 
 
Attention: Mr. Gerry van Langeveld 
 

LEADWELL LTC-25IMY TURNING CENTRE 
WITH ORTHOGONAL Y-AXIS ROTARY TOOL TURRET 

 
Dear Gerry, 
 
Thank you for the opportunity to quote the LEADWELL LTC-25IMY TURNING CENTRE WITH ORTHOGONAL Y-AXIS 
ROTARY TOOL TURRET for your facilities in Canfield, Ontario.  
 

 
 

Note: The machine control offered in this quote is not the same control as shown in the above picture. 
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Note: The above picture shows the Leadwell LTC-25iSMY machine construction with a sub-spindle instead of a tailstock 
as offered on the Leadwell LTC-25iMY turning centre in this quote. 

 
CONSTRUCTION 

 
1) The base, square way, headstock seat and motor seat are integrally formed, with a large span design, 

offering high machine rigidity and vibration-free operation. 
2) The machine is designed specially for work pieces with 10” to 12” diameter and multi-processing with 

a A1-11 spindle nose and 12” hydraulic 3-jaw chuck with a 4” bar capacity. 
3) The rotary tool turret allows for each tool station to operate as a stationary or rotary tool for both 

turning and off centre milling/drilling operations. Tools can be either radially or axially oriented. 
4) The single slide true orthogonal Y-axis capacity is ±50mm allowing full-stroke offset machining and 

drilling without any dead zones (see below). 
 
FEATURES 
The structure of the multi-tasking Leadwell LTC-25iMY turning centre is with a true orthogonal single slide Y-
axis rotary tool turret. This machine is your best choice for processing complex surfaces and geometrical 
features requiring various turning and milling operations in a single set-up. With this process you control the 
workpiece feature accuracies making productivity more efficient and accurate. 
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TRUE ORTHOGONAL Y-AXIS 

 
The true orthogonal Y-axis (perpendicular to the X-axis) on the rotary tool turret allows full-stroke offset milling 
and drilling on the outside diameter of the part without any dead zones (normally encountered on wedge type 
virtual Y-axis turning centres). 
 
ROTARY TOOL TURRET 
The live tool turret replaces the standard turret with each tool becoming a rotating tool for both milling and 
drilling operations - either radially or axially oriented. 
 
 
LEADWELL LTC-25IMY TURNING CENTRE SPECIFICATIONS 
 
CAPACITY 
maximum swing     590mm (23.2”) 
swing over cross slide     590mm (23.2”) 
maximum turning diameter    430mm (16.9”) 
maximum turning length    1000mm (37.4”) 
bar capacity      104mm (4”) 
 
TRAVEL 
X-axis travel      215 + 10mm (8.46” + 0.4”) 
Y-axis       ±50mm (±1.96”) 
Z-axis travel      1030mm (40.5”) 
C-axis       360,000 positions 
 
SPINDLE 
maximum spindle speed    3500 rpm 
motor power      18.5/22kW (24.8/30 hp) 
hydraulic chuck diameter    12” 
spindle nose      A1-11 
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TURRET 
number of tool stations     12  
type of tool holders     BMT65 
shank height for square tool    25.4mm (1”) 
shank diameter for boring bar    50.8mm (2”) 
turret indexing time to adjacent tool   1.25 second 
turret indexing time 180°    1.9 seconds 
maximum rotary tool speed    5000 rpm 
motor power continuous/30 minutes   3.7/5.5kW (5/7.4 hp) 
 
FEEDRATE 
X-axis rapid feed rate     15m per minute (590” per minute) 
Y-axis rapid feed rate     7.5m per minute (295” per minute) 
Z-axis rapid feed rate     20m per minute (787” per minute) 
feed per revolution     0.01-500mm/revolution 
jog feedrate      1260mm/minute (49.6”/minute 
 
ACCURACY 
X,Y/Z-axis positioning accuracy VDI(3441)  X,Y-axis = ±0.015mm/Z-axis = ±0.01mm   
X,Y/Z-axis repeatability     X,Y-axis = 0.01mm/Z-axis = 0.007mm 
 
BED & SLIDE 
X-axis slide guide width     265mm (10.43”) 
Y-axis slide guide width     252mm (9.92” 
Z-axis slide guide width     247mm (9.72”) 
tailstock guide width     250mm (9.84”) 
angle of bed      45° 
 
MISCELLANEOUS 
length without chip conveyor    4370mm (172”) 
length with chip conveyor    5110mm (201.2”) 
width       2085mm (82.1”) 
height       2365mm (93.1”) 
weight       7900kg (17,417 lbs.) 
electrics      50kVa 400 volt 
 
Note: The above machine specifications are subject to change without notice. 
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TOOL CAPACITY 
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TOOL INTERFERENCE 

 
 
STANDARD & INCLUDED EQUIPMENT 

• Fagor 8060 control with free off-line programming system + Fagor remote support program* 
• 12” hydraulic 3-jaw chuck 
• hi-lo chuck pressure 
• Renishaw tool setter 
• lift-up steel belt type chip conveyor 
• 60 psi high pressure coolant system 
• auto lubrication system 
• work light 
• heat exchanger for electrical cabinet 
• transformer 
• tool holder package: 

- two (2) axial rotary tool holders 
- two (2) axial double drive rotary tool holders 
- two (2) radial rotary tool holders 
- two (2) radial double drive rotary tool holders 
- four (4) 1” O.D. turning tool holders 
- four (4) I.D. turning tool holders with a set of sleeves 

 
LEADWELL LTC-25IMY TURNING CENTRE PACKAGE PRICE: US $214,500 
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*FAGOR REMOTE SUPPORT PROGRAM 
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TERMS AND CONDITIONS 
 
The pricing 
Pricing shown is in US funds. 
The above pricing is F.O.B. Masteel in Oakville, Ontario. 
Applicable taxes are extra. 
CSA approval is included in the pricing. 
 
The payment terms  
30% with order, 60% before pick-up, 10% 30 days after delivery. 
 
Warranty 
Twelve (12) months. 
 
Delivery 
To be confirmed at the time of ordering. 
 
*CUSTOMER’S RESPONSIBILITY 
- Pick-up the machine at Masteel in Oakville, Ontario. 
- Off load the machine from the truck at the customer’s site. 
- Provide all lifting equipment to move the machine into place for assembly. 
- Provide a single concrete slab level foundation per the machine foundation requirements. 
- Provide power to the machine by a certified electrician. 
- Provide hydraulic + way lube oil plus coolant fluid for the machine. 
 

*MASTEEL’S RESPONSIBILITY 
- Assemble / level the machine on the customer’s shop floor and anchor the machine to the customer 

supplied foundation.  
- Complete the machine installation and accuracy test.  
- One day of basic machine operator training.   

 
Pre-Start Health and Safety Review (PHSR) is the responsibility of the customer and is not included in the above 
pricing. 
 
This proposal is valid for thirty (30) days. 
 
We look forward to working with you on this project. 
 
Sincerely, 
MASTEEL AMERICA CORPORATION 
 

Ron Nater 
Manager, Eastern Canada 
phone: 647.270.4434 
email: ron@masteels.com 
website: www.ronnater.ca  

 


