
 

Vancouver head office / warehouse / service centre: 7490 MacDonald Road, Unit 120, Delta, British Columbia V4G 1N2, 800.913.4434 
Edmonton branch office: 780.466.4693 / Calgary branch office: 403.396.4083 

Toronto branch office / warehouse / service centre: 940 Winston Churchill Boulevard, Oakville, Ontario L6J 7X5, 905.845.4434 

 
4TH AXIS CNC ROTARY TABLE + TAILSTOCK 
table diameter      220mm 
centre height in vertical position   160mm 
through hole diameter     Ø64mm 
spindle hole diameter     Ø64H7 
width of t-slot      12H7 
width of guide block     18H7 
total reduction ratio     1:90 
maximum rotation speed    22.2 rpm 
maximum indexing increment    0.001º 
indexing accuracy     20 arc-second 
indexing repeatability     6 arc-second 
clamping torque pneumatic 6kg/cm2   30kgf-m 
clamping torque hydraulic 35-50kg/cm2  90kgf-m 
driving torque      25kgf-m 
maximum work load – vertical with tailstock  75kg 
allowable load (clamped)    90kgf-m 
allowable work inertia     1.21kg/m2 

table weight      77kg 
tailstock centre bore     MT#4 
tailstock weight      25kg 
extended distance between rotary table + tailstock 27.5” 
4th axis interface drive control    Fagor 8065 
 
 


