E@m@gg

Eumaein

LBM-2000

CE CERTIFIED

VERTICAL MACHINING CENTER
HIGH SPEED BRIDGE TYPE

A PROFESSIONAL CNC MACHINES MANUFACTURER
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THE NEWEST EUMACH BRIDGE TYPE VERTICAL MACH
IN RIGIDITY, ACCURACY, SPEED AND HEAVY CUTTING

O Totally cover rear side with very wide opening twin doors for
convenient clean & service.

© Compact & clear guardings

Full cover for all electrics water cooler, transformers,
pneumatics etc. for a clean environment & convenient after service.



INING CENTER NOT ONLY WITH FURTHER INNOVATIONS
BUT ALSO FOR TRUE DIE / MOLD EVOLUTION.

LBM-2000

 Eumach

O Large workpiece load & traverse capacity

2200mm x 1750mm x 750mm traverse, 1750mm twin column distance,
2100mm x 1600mm table size with up to 6000kg workpiece load

© The Right Control In The Right Position
A swivel control panel located in right side of machine, easily move to the most suitable
position to make the operator's job more straight-forward and enhances safety and
productivity.




RIGID OVERALL MACHINE DESIGN & SUPERIOR

O Super wide & high rigid one piece castings twin columns

The very wide distance 1750mm between twin column, allowing the most convenience mounting of large
workpiece, fixture or rotary table etc. The high column

compare to competitors is extremely useful
for tall workpiece and those which

requires long cutting tools.

O Integrated ballscrew mounting brackets e B

The mounting brackets for 3 axes are being integrated on the bridge base and saddle ' ™
castings for the maximum rigidity, the ballscrews are mounted on both ends to prevent heat
generated by respective high speed positioning from affecting positioning accuracy.



FEATURES:

© Automatic tool changer O Swing Arm Atc

A disk type 16 stations automatic tool Double swing arm with 24, 32, 40, 60 stations
changer provides as standard automatic tool changer provides as optional.

O Roller guideways & ballscrews

The high rigid & heavy duty roller type linear motion guideways on 3
axes to provide low starting inertia, low friction and high acceleration,
rates optimizing servo drive and ensure machine response
immediately & precisely for high speed cutting requirements,
especially in rapid positioning and contouring cutting.

Note:Both roller guideway blocks & ballscrew nuts have been oil-air
specially cooled, greatly draws heat at high speed transmission.



POWERFUL MOTOR SPINDLE:

Satisfy most of various applications, from roughing to finishing

even in very tough materials
such as tool steels.

P18 Standard

Models P18 P24 P15
Max. speed RPM 18000 24000 15000
Rated speed RPM 1000 2000 1000
Spindle taper HSK-AB3 HSK-A63 HSK-A63
Housing dia. MM 210 210 230
Power S1/S6 KW 26 /32 21 /27 42 /53
Torque S1/S6 Nm 124 /154 857116 200/ 250
Bearings dia. MM 3x@65 2x@65 3x@P65
Lubrication greased oil air greased
Remark standard optional optional
DIMENSION:
4182 2827.5 73%)6 837 1945.5

4418.001

OPTIONAL ACCESSORIES:

1. Tool length & radius measurement
2. Workpiece probe

2159.2
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. Coolant thru spindle device
. Tool laser measurement

5.32/40/60 swing arm ATC
6. Axis linear glass scales



SPECIFICATIONS:

CNC CONTROL:

MODEL LBM-2000

TABLE:

OVERALL SIZE

T-SLOT

MAXIMUM LOADING
TRAVEL:

X AXIS

Y AXIS

Z AXIS

DISTANCE:

BETWEEN 2 COLUMNS
SPINDLE TO TABLE TOP
SPINDLE: see page 5
MOTOR

TAPER

SPEED

FEEDRATE:

CUTTING

RAPID X/Y/Z
MINIMUM SETTING

AUTOMATIC TOOL CHANGER:

NO. OF TOOLS

MAX. TOOL DIA. / LENGTH

MAX. TOOL WEIGHT

COOLANT & LUBRICATION:
COOLANT TANK VOLUME

PNEUMATIC REQUIRED
LUBRICATION TANK
ACCURACY:
POSITIONING
REPEATABILITY
ROUNDNESS

MACHINE NET WEIGHT

carousel armless 16 ( swing arm 32 )

2100mm X 1600mm
22mm X 9 X 180mm

6000 kgs

2200mm table in & out
1750mm head left & right

750mm head up & down

1750mm e

152mm ~ 902mm (NOTE)

S1:26KW /124 Nm
HSK-A63 ( BT#40 )
18000RPM ( 24000RPM )

UP TO 20 M/min
24 /30 / 30 M/min
0.001mm

Heidenhain
80mm / 250mm /TNC-530 / 640
7 kgs
300 Liters
7kgf / cm?
4 Liters

VDI 3441 : P 0.010mm
VDI 3441 : PS 0.005mm

0.01mm / 300mm DIA. Siemens
840D / 828D
20000 kgs

Note : DISTANCE WILL BE SLIGHTLY DIFFERENT WHEN USING OPTIONAL SPINDLES.

B STANDARD ACCESSORIES

1. FULL GUARD WITH ROOF
2. ARMLESS ATC

3. COOLANT SYSTEM

4. SPINDLE AIR BLAST

5. AUTO. LUBRICATION

6. WORKING LAMP
7. ALARM LIGHT
8. LEVELLING PADS & BOLTS
9. ADJUSTING TOOLS & BOX
10. 18000RPM MOTOR SPINDLE & WATER COOLER
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EUMACH FAMILIES

© FBM-10040 ©TVMC-2000 / 3000 © VMC-2150
Floor type milling center Moving column machine center Vertical machine center
4M ~ 20M X axis travel 2320MM & 3320MM X axis travel 400MM ~ 3200MM X axis travel
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© MH-500 o EBM-2150 o MB-1500

Horizontal machine center 5 Face machine center Moving column horizontal machine center
720MM x 650MM x 650MM travel 1400MM ~ 3200MM X axis travel 1100MM ~ 2200MM X axis travel

© DVM-4025 o FBE-1500 © UMC-1000
5 Face & double column machine center Universal milling machine 5 Axis machine center
1500MM ~ 4000MM X axis travel 1000MM x 800MM x 700MM travel
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